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LD Collimator_

Dual beam Laser

Lightweight and powerful generators

- Excellent portability for home examinations
- Adequate power for each examination

- Remote trigger control

- Optional installable dosimeter



Output
Tube Voltage/Current

PXP-20HF plus

100kV / 20mA

PXP-40HF

100kV / 35mA

PXP-60HF

100kV / 60mA

PXP-100CA

110kV / 100mA

kV Range

40-100kV in 1kV step

40-100kV in 1kV step

40-100kV in 1kV step

40-110kV in 1kV step

mAs Range 0,3-50mAs in 22 steps 0,4-100mAs in 25 steps 0,4-100mAs in 25 steps 0,1-100mAs in 40 steps
Max. Output 1,6kW@80kV 2,4kW@80kV 3,2kW@80kV S5kW@75kV
X-Ray Tube
Tube Model Toshiba D-124 Toshiba D-124 Toshiba D-205B 0OX 110-3 CEl
Focal Spot 1,2mm 1,2mm 2,0mm 1,5mm
Thermal Capacity 20kHU 20kHU 40kHU 76kHU
Collimator
Max.Light Field 35x35cm @ 65cm SID 35%35cm @ 65cm SID 35x35cm @ 65cm SID 47x47cm @ 1mt SID
Min.Light Field 5x5cm @ 1mt SID 5x5cm @ 1mtSID 5x5cm @ 1mt SID 5x5cm @ 1mt SID
SID Scale Lenght 2mt
Lamp Type LED
Laser Pointer Built-in laser beam Built-in laser beam Built-in laser beam Built-in dual laser beam
Power
Input 220/240 VAC +/-10%  110/220 VAC +/-10%  110/220 VAC +/-10% 100-240VAC +/-10%
Frequency/Phase 50/60 Hz, Single Phase
Features
Display 7-Segment LED read out reversible
Switch Hand Switch
APR 4 Programs 8 Programs 8 Programs 330 Programs
Weight 9,8kg 12,8kg 14,6kg 20,5kg
Dimensions 220x200x352 250x195%355 mm 250x195x355 mm 254x225x423
Carrying Case Aluminium
Options
Mobile Stand TR100 or PXMS-1800 PXMS-1800 PXMS-1800 PXMS-2010
DAP Option (Display/Bluetooth)
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