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' Battery powered

LED Collimator

Dual beam laser

The generators can be used via the internal battery or the mains

- Excellent portability for home examinations

- Lithium-ion battery for high performance and duration
- Remote trigger control

- Full charge in just four hours

- High autonomy
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Output
Tube Voltage/Current 90kV / 20mA 100kV / 20mA 100kV / 35mA
kV Range 50-90kV in 1kV step 40-100kV in 1kV step 40-100kV in 1kV step
mAs Range 0,4-20mAs in 25 steps 0,4-50mAs in 32 steps 0,4-100mAs in 35 steps
Max. Output 1,6kW@80kV 1,6kW@80kV 2,4kW@80kV
X-Ray Tube
Tube Model OX/70 CEl CANON D-124 CANON D-124
Focal Spot 1,2mm
Thermal Capacity 10kHU 20kHU 20kHU
Collimator
Max.Light Field 35x35cm @ 65cm SID
Lamp Type LED
Laser Pointer Built-in dual laser
Power
Input 110/220 VAC +/-10% (Free Voltage)
Frequency/Phase 50/60 Hz, Single Phase
' Features
Display 7-Segment LED read out reversible
Switch Hand Switch
APR 15 Programs 15 Programs 21 Programs
Weight 7.2 kg 11,2 kg 14,2 kg
Dimensions 203x174x307 mm 225x170%340 mm 250x214x349 mm
Carrying Case ' Aluminium
Battery
Battery Type Li-Polymer
Capacity 4800 mAh
Exposure (full charge) Max. 286 Exp. @ 100kV /SmAs Max. 173 Exp. @ 60kV / 3,2mAs Max. 493 Exp. @ 80kV / 2mAs
Charging Time 4 hours
Options
Mobile Stand TR100 or PXMS-1800 TR100 or PXMS-1800 PXMS-1800
DAP N/A Option (Display/Bluetooth) Option (Display/Bluetooth)
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